
NOTE TO DESIGNER:

SAMPLE PLAN DATA

Type of Project: WIDEN AND OVERLAY

Date: AUGUST 2011

IF MULTIPLE SITES (COUNTY WIDE) ARE REQUIRED,

USE THE SAME FORMAT AT RESEAL PROJECT.

Notes to Designer are in italics throughout these sample

plans and should not be included in project plans.



Plan profile sheets are to be included

only if necessary to convey to the

contractor the items of work required or

to otherwise document the project.



EXCAVATED MATERIAL FROM FAILED AREAS SHALL BE DISPOSED OF OUTSIDE

THE PROJECT LIMITS. THE COST OF EXCAVATION AND DISPOSAL TO BE PAID FOR

AS UNCLASSIFIED EXCAVATION (FM), PAY ITEM NO S-203-A.

EROSION CONTROL MEASURES TO BE APPLIED ON INDICATED AREAS BY

AS PER SEASONAL LIMITATIONS.

GRADE HIGH SHOULDERS, PULL GRASS FROM PAVEMENT EDGES AND SWEEP

EXISTING SURFACE BEFORE PLACING HOT MIX ASPHALT.

MATERIAL FROM TRENCHING SHALL BE SPREAD ONTO ADJACENT SHOULDERS

AND DRESSED BACK TO PAVEMENT EDGE UPON COMPLETION OF OVERLAY.

ANY EXCESS MATERIAL FROM TRENCHING TO BE LOADED, HAULED AND

DISPOSED OF WITHIN THE PROJECT LIMITS AS DIRECTED BY THE ENGINEER.

COST FOR TRENCHING EXCAVATION AND DISPOSAL TO BE INCLUDED IN PAY ITEM

NO. S-403-C.

TACK COAT REQ'D BEFORE PLACING HOT MIX ASPHALT ON EDGE REPAIRS, BASE

FAILURES, LEVELING, OR OVERLAY, NOT A PAY ITEM. COST TO BE INCLUDED IN

OTHER BID ITEMS.

26'x 1.5" HMA, ST, 12.5mm, SURFACE LIFT REQUIRED.

HMA, ST, 9.5mm LEVELING LIFT REQUIRED (SEE SCHEDULE).

FAILED AREAS DESIGNATED BY THE ENGINEER SHALL BE UNDERCUT
TO A 6" MINIMUM DEPTH AND REPAIRED WITH HMA, ST, 25mm
(SEE SCHEDULE SHEET).

GRANULAR MATERIAL (CL 5, GP C) REQUIRED FOR SHOULDER.

1'-6" (VARIABLE) X 4" DEPTH HMA, ST, 25mm, TRENCH
WIDENING (NO SEPARATE PAY ITEM FOR TRENCHING).

LINEAR GRADING SPECIAL REQUIRED (SEE SCHEDULE SHEET).

EXISTING SUBBASE (CL 5, GP B).

EXISTING 6" CEMENT TREATED BASE.

EXISTING SUBGRADE.

RUMBLE STRIPE REQ'D. PER SA-PSM-1

PAVEMENT SAFETY EDGE REQ'D. PER NOTICE TO BIDDERS NO. 15







The narrative needs to include "the contractor may choose either

Alternate No. 1 or Alternate No. 2 Temporary Pavement Markers as

indicated on the Traffic Control Plan."

To prevent delays that may be caused by a cursory review, please

provide a narrative (SP 901-S-618-1) with each set of review plans.


